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Data Center IT Cabinet Above 48U
Maximize every  cabinet floor space with 

cabinets taller than the standard 48U that 

offer more u-space per rack space.

Unique Dimensions

Description Part #

NetShelter SX 54U 600mm Wide x 1070mm Deep Enclosure with Sides, SE White AR3107WX612*

NetShelter SX 50U 600mm Wide x 1070mm Deep Enclosure with Sides Black AR3107WX507*

NetShelter SX 54U 800mm Wide x 1070mm Deep Enclosure with Sides, SE White AR3187WX612*

NetShelter SX 50U 800mm Wide x 1070mm Deep Enclosure with Sides Black AR3187X507*

NetShelter SX 50U 600mm Wide x 1200mm Deep Enclosure with Sides Black AR3307X507*

NetShelter SX 54U 600mm Wide x 1200mm Deep Enclosure with Roof and Sides, Black AR3307X612*

NetShelter SX 52U 600mm Wide x 1200mm Deep Enclosure with Sides Black AR3307X674*

NetShelter SX 54U 750mm Wide x 1200mm Deep Networking Enclosure with Sides AR3347X612*

NetShelter SX 52U 750mm Wide x 1200mm Deep Enclosure with Sides, Networking Roof, Black AR3357X498*

NetShelter SX 52U 750mm Wide x 1200mm Deep Enclosure with Sides Black AR3357X674*

NetShelter SX 52U 750mm Wide x 1200mm Deep Enclosure Without Sides Black AR3357X697*

NetShelter SX 54U 800mm Wide x 1200mm Deep Enclosure with Sides, SE White AR3387WX612*

NetShelter SX 50U 800mm Wide x 1200mm Deep Enclosure with Sides Black AR3387X507*

EASILY ADJUSTABLE VERTICAL 

MOUNTING RAILS
> Quickly in 1/4in increments and align adjusted rails with 

easy alignment feature

> Simple screw and cam engagement with captive screws

> Numbered U positions

REMOVABLE SIDE PANELS AND 

FRONT/REAR DOORS

> Half height side panels for easy and safe handling 

> Quick release latch on side panels

> Lockable – same key for doors/side panels

> Cabinet width the same with or without sides 

installed 

> Perforated front and rear doors 

CABLE ACCESS ROOF
> Five access holes with brush strips for cable 

passthrough, 3 without for PDU cable routing

> Two spring loaded pins allow for easy roof 

removal and installation with cables in place

VERTICAL 0U ACCESSORY 

CHANNEL
> Toollessly mount cable management accessories 

or directly fasten cable bundles

> Toollessly mount zero U rack power distribution    

options and save valuable rackmount space

*For orders, pricing, & availability please view the price book & contact the Customization Technical assistance 

group at dcs-eto@schneider-electric.com or via the APC.com Contact Sales Support Site.


